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LUBEX DIESELFLEET EXTD 15w/40 CK-4 

DESCRIPTION 

Dieselfleet EXTD 15w40 CK-4 is a high-performance heavy-duty diesel engine oil specifically formulated to meet the 
requirements of EPA 2017 compliant diesel engines equipped with after treatment devices such as diesel oxidation 
catalysts and particulate filters. This oil provides unsurpassed control of soot, protection for highly stressed piston rings 
and cylinder liners as well as exceptional protection of valve train systems used in the latest diesel engines. The lower 
phosphorous level and lower sulfated ash content will also suit the needs of mixed fleet operators, including those with 
petrol engines with catalytic converters. 

 
 

APPLICATION 

Dieselfleet EXTD 15/40 CK-4 is recommended for all heavy-duty diesel engine vehicles manufactured from 2017 
specifying a 15W/40 CK-4 diesel or SN petrol rating, including those vehicles fitted with turbo-chargers. It is ideal for 
mixed fleet use in all late model trucks, earth moving machinery, light commercial vehicles and cars where a multi-
functional use oil is required. Lubex Dieselfleet EXTD 15/40 CK-4 provides unsurpassed protection to engine 
components with the latest technology in chemistry to maintain oil viscosity and anti-wear characteristics throughout 
the service life of the oil. Also suitable where bio diesel fuel is being used.  

Dieselfleet EXTD 15/40 CK-4 is backward compatible to CJ-4 & CI-4 specifications. 
 
 

SPECIFICATION 

Meets or exceeds the following performance levels: 

* API CK-4/CJ-4/CI-4/CH-4/CG-4/SN                      * JASO DH-2 (Quality) 
* ACEA 08-E9 * Mack EO-S4.5 PP ‘07/EO-N PP ‘03 
* ACEA 04-E7 * MB 228.31 / 228.3 Blanket / MB229.1 
* ACEA 02-E5/E3/B4/B3/A2 * MAN M3275 / 270 
* Cat ECF-3 / ECF-2  * MTU Type 2.1 
* Cummins CES 20086/81/78/77/76 (approved) * Renault RLD-3 (approved) 
* Detroit 93K222 * Volvo VDS-4.5 (approved) 
* Global DHD-1 (Quality) * Allison C-4 

 

CHARACTERISTICS 
 
 

LUBEX DIESELFLEET EXTD 15w/40 CK-4 
 

Density at 15ºC 0.8756 

Kinematic viscosity at 40ºC, mm2/s (cSt) 116.2 

Kinematic viscosity at 100ºC, mm2/s (cSt) 15.56 

Viscosity index 141 

Flash Point, °C >210 

Phosphorous, wt. % 0.115 

TBN, mg KOH/g 10 

Sulfated Ash, wt. % 0.99 

These characteristics are typical values and do not represent a specification. 

 
FOR TECHNICAL HELP CALL 1800 OILS OILS 

E & OE Lubex is manufactured to ISO 9001 


